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AIRTHINGS - SPACE PRO FOR BUSINESS

DESCRIPTION 
Space Pro for Business combines 9 sensors in one unit to 
monitor; PM1, PM2.5, VOC, Carbon Dioxide (CO2), Noise, 
Relative Humidity, Air Pressure, Temperature and Relative 
Light Intensity. It also includes Virtual sensors for Virus Risk 
and Occupancy indication. The Space Pro is battery operated 
or USB powered with an ultra-energy efficient customizable 
display, with full data and reporting via an online dashboard.

Features
• Sensor sampling interval: Configurable

• Automatic connection to the closest Hub

• PM detection range: 300 nm to 10 um

• VOC sensing by metal-oxide based gas

• CO2 measurement range: 400–5000 ppm

• Sensor accuracy: Temperature ±0.5 °C, Humidity ±3%,
Pressure: ±0.6 hPa

• Relative light intensity (0 - 100%)

• Noise sensor: Dynamic range: 35 - 120 dBA

• 6 AA batteries with up to 4 years battery life included

• Over the Cloud Updates

• Simple and intuitive installation requiring no tools

License
Each Airthings product is supplied with a one-year subscription. 
Set up of the Airthings indoor air quality system is not possible 
without activating the account (subscription). Further subscriptions 
for the Space Pro for Business product can be purchased 
via Fantech.
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DIMENSIONS

Model
Number A B C

Weight,
kg. Kit Includes

AIR-SPACE-PRO 170 90 33 0.43

Space Pro 
module, 
6 AA batteries, 
mounting bracket 
/ cover plate

Dimensions, mm




